
 

 

FIELD REPORT 
FastPatch® 5000 

Norfolk Southern Railroad Bridge Bearing Pads 

 

Scope of Work: Installing new bearing pads 

Date of Installation: 10/7/2021 

Location: Lakewood, Clevland OH 

Product, method: FastPatch® 5000 & PolyPrime LV using 410 1:1 meter 

Installer: Protective Coatings (PC) 

 

Overview 
FastPatch® 5000 is a unique high compressive strength, low modulus 
polymer that is ideal for absorbing the impact from heavy traffic for 
extremely long periods of time without any deflection. 
 
When used in thicknesses above 3” it is recommended that 
aggregate in the form of kiln dried pea- gravel or recycled glass (ie 
both are absolutely dry and hard) be used to act as a heat synch. 
Polyprime LV and FastPatch 5000 are available in cartridge form, 10g 
bucket kits, 100g drum kits or even in 500g tote kits. 
 

Installation:  



 

 

*Service longevity is dependent on conditions 

1. Rail joint is prepared for application. Ambient 
temperature was 62° F (Jacksonville) & 73° F 
(Savannah)  

 
 
 
 
2. Putty applied on sides of rail to contain IJ-30. 
 
 
 
 
 
 
3. SpikeFast® IJ-30 applied with 

standard caulking dispenser 
 
 
 
 
 
4. Finished installation 
 
 

 
 
 
Follow up  
Insulated Joint Repairs were checked 14 months after 
installation. The SpikeFast® IJ-30 repair is holding 
with no signs of degradation.* 
 

 
 


