
Insulated Joint Repair Material

Description 
SpikeFast® IJ-30 is a rapid-setting, two-part polyurethane for insulated joint repairs. Designed to fill the gap between 
railheads, IJ-30 can extend the life time of insulated joints by preventing metal-to-metal contact caused by ratcheting.

Applications
	• Joints – worn/damaged insulated joint heads

Features/Benefits
	• Low viscosity – penetrates and levels
	• Fast setting – cures in 30 seconds
	• 100% solids – no odor or VOC
	• Low temperature application – cures on cold surfaces
	• Provides electrical isolation
	• Made in USA

Technical Information
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SpikeFast® IJ-30

Processing Parameters

Application equipment Pneumatic, battery-powered, or hand operated universal 
cartridge dispenser with provided static mix tube.
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Description Result Method

VOC 0 lbs/gal (g/L) ASTM D2369

Viscosity 1,650 cPs (1.65 Pa-s), mixed ASTM D4878

Service temperature  -40 to 185° F (-40 to 85° C) -

Gel time 30-45 seconds at 70°F (21°C) ASTM D7997

Set time 60-75 seconds at 70°F (21°C) ASTM D7997

Ultimate hardness 70 Shore D ASTM D2240

Surface resistivity ≥1.0 x1013 Ω/square ASTM D257-14, 100V

Volume resistivity ≥1.0 x1013 Ω* cm ASTM D257-14, 100V
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Health & Safety
Before handling, you should become familiar with Safety Data Sheet regarding the risks and safe use of this product. To obtain 
an SDS please email wvcorailroadsolutions@wilvaco.com

Disclaimer of Warranty
Test results are to be considered as representative of current production and should not be treated as specifications. While all the information presented 
in this document is believed to be reliable and to represent the best available data on these products, no guarantee, warranty, or representation is made, 
intended, or implied as to the correctness or sufficiency of any information, or as to the suitability of any chemical compounds for any particular use, or that 
any chemical compounds or use thereof are not subject to a claim by a third party for infringement of any patent or other intellectual property right. Each user 
should conduct a sufficient investigation to establish the suitability of any product for its intended use. Proper application is the responsibly of the user. As 
with any product, the use of this product in a given application must be tested (including but not limited to field testing) in advance by the user to determine 
suitability. Testing is the requirement of both engineers and contractors alike. WVCO does not warrant the application under any or all circumstances.

Packaging
180 mL universal cartridge

Color
Black

Shelf Life
After opening foil pouch, 1 year if properly stored

Storage
Store in a clean, dry, low-humidity, and shaded or covered environment between 50 to 90° F (10 to 32° C).
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