
Concrete Shoulder Repair Product

Description 
SpikeFast® SRP-210 is specifically designed to fill worn metal shoulders and extend the service life of concrete railroad 
ties. SRP-210 is easy to apply and is cast between a metal shim and worn metal shoulder. Restoring the metal shoulder with 
SRP-210 is an effective method to maintain proper rail gauge, while minimizing tie maintenance time and tie replacement 
expenses.

Applications
	• Concrete ties – repair worn metal shoulders
	• Sealing surfaces – fill cracks and voids
	• Beneath shim and shoulder– adheres to shim

Features/Benefits
	• Quick cure time – high production rates
	• Restore original geometry – proper cant & gauge
	• Reduced head deflection – greater longitudinal rail restraint 
	• Lower maintenance cost – extends tie service life
	• Made in USA

Typical Properties

Test Result Method

VOC 0 lbs/gal (g/L) ASTM D 2369

Viscosity 1500/200 cps  resin/iso 77° F (25° C), ASTM D 4878

Hardness 75 Shore D ASTM D 2240

Set time 60 seconds (temperature dependent) 77° F (25° C)

Service temperature  -40 to 180° F (-40 to 82° C) -
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SpikeFast® SRP-210

Processing Parameters

Ratio by volume resin/iso 2:1

Meter equipment Manual, cordless,
pneumatic hand held applicator

Static mixer 13-24 cartridge

Application temperature 35-110° F (2-43° C)

Recommended application volume 0.40 in3 (6.55 cm3)
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Health & Safety
Before handling, you should become familiar with Safety Data Sheet regarding the risks and safe use of this product. To obtain 
an SDS please email wvcorailroadsolutions@wilvaco.com

Disclaimer of Warranty
Test results are to be considered as representative of current production and should not be treated as specifications. While all the information presented 
in this document is believed to be reliable and to represent the best available data on these products, no guarantee, warranty, or representation is made, 
intended, or implied as to the correctness or sufficiency of any information, or as to the suitability of any chemical compounds for any particular use, or that 
any chemical compounds or use thereof are not subject to a claim by a third party for infringement of any patent or other intellectual property right. Each user 
should conduct a sufficient investigation to establish the suitability of any product for its intended use. Proper application is the responsibility of the user. As 
with any product, the use of this product in a given application must be tested (including but not limited to field testing) in advance by the user to determine 
suitability. Testing is the requirement of both engineers and contractors alike. WVCO does not warrant the application under any or all circumstances.

Packaging
15 oz. cartridges (450 ml) 

Color
Blue

Shelf Life
Cartridges: 12 months when properly stored. 

Storage
Store in original container and sealed until ready for use. 
Reseal used containers and store in an upright position. 
Store in a clean, dry, low-humidity and shaded or covered 
environment between 50 to 90° F (10 to 32° C).
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