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FastPatch—Features 
• User friendly packaging 
• No VOC, Recycled & Renewable materials. 
• Apply in cold or warm weather 
• 1-hr Open to Traffic  
• Cold applied / Low Exotherm 
• Repair surrounding area & excellent adhesion 
• Level uneven elevations 

 



Description Test Method Result 

Gel Time ASTM C881 9 min 

Volatile Content ASTM D2369, Method E 0.4% 
Durometer 
Hardness ASTM D2240, A (D) 90 (45) 

Tensile Strength ASTM D412 11.7 MPa  

Elongation  ASTM D412 90 % 
Compressive Stress 
(24hr) 

ASTM C579, Method B, 24 hr. cure 
ambient 9.2 MPa 

Compressive Stress 
(7 day) 

ASTM C579, Method B, 7 day cure 
ambient 12.0 MPa 

Flexural Strength ASTM C580, 7 day ambient cure 3.6 MPa 

Bond Strength ASTM D7234 276 MPa,  
substrate cohesive  

Impact Resistance ASTM D5628, 7 day cure ambient, tested at 
24°C,  -29°C. 

0.82 N/mm2 0.20 
N/mm2 

Fatigue Limit ASTM D7791 Pass 3 million cycles 

Volume Resistivity ASTM D 257, 24°C 50% RH, ohm-cm, 1.65 x 1013 ohm-cm 

Surface Friction ASTM E 303, topping sand (abraded) 101 ± 2 BPN (100 ± 
2 BPN) 
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