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ES-50 RM/RM II

SpikeFast® ES-50 RM is specifically designed to remediate wood railroad ties. This non-foaming, 100%-solids 
polyurethane is designed to anchor spikes with comparable strength to that of un-spiked hardwood ties. SpikeFast® 
ES-50 RM is dispensed from equipment engineered for efficient metering/mixing, pressure and temperature 
control. SpikeFast® ES-50 RM can be applied in a wide range of outdoor conditions.
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Product RESIN # ISO # UOM Pallet QTY

ES-50 RM (5 gal/19L) 1710252-05 1720105 Gal 36 pails/36x48" pallet (91x122 cm) 

ES-50 RM (200/757L gal) 1710252-90 1720120 Gal 1 tote/48x48" pallet (122x122 cm) 

ES-50 RM (200/757L gal) 1710253-90 1720120 Gal 1 tote/48x48" pallet (122x122 cm) 

ES-50 RM II (200/757L gal) 1710256-90 1720120 Gal 1 tote/48x48" pallet (122x122 cm) 

Product PART # UOM Pallet QTY

ES-50 (450 ml) Cartridge 1730253-450-1 12/Case 72 cases/36x48" pallet (91x122 cm) 

ES-50 UK (450 ml) Cartridge 1730254-450 12/Case 72 cases /36x48" pallet (91x122 cm) 

ES-50 (1500 ml) Cartridge 1730941-1500-1 4/Case 72 cases/36x48" pallet (91x122 cm) 

Return to Table of Contents>>>

Contact sales person for estimated shipping weights

Tote CartridgePail

Product Packaging Information

SpikeFast ES-50Technical 
Data Sheet

SpikeFast® ES-50

SpikeFast®
Performance

Declaration of 
Performance

1:1

Declaration of 
Performance

2:1

Cartridge 
Instructions

https://vimeo.com/896687809
https://vimeo.com/896687809
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-RM-RM-II-TDS-313-R_4.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-RM-RM-II-TDS-313-R_4.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-RM-RM-II-TDS-313-R_4.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-RM-RM-II-TDS-313-R_4.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-Performance-Sheet.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-Performance-Sheet.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-Performance-Sheet.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-Performance-Sheet.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-1-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-1-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-1-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-1-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-2-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-2-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-2-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-50-2-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
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ET-75

SpikeFast® ET-75 is specifically designed to remediate wood railroad ties. This non-foaming, 100%-solids 
polyurethane is designed to anchor spikes with comparable strength to that of un-spiked hardwood ties. 
SpikeFast® ET-75 is dispensed from equipment specifically engineered for efficient metering/mixing, pressure 
and temperature control, and application in a wide range of outdoor conditions.

Product PART # UOM Pallet QTY

ET-75 (450ml) Cartridge 1730570-450 12/Case 72 cases/36x48" pallet (91x122 cm)

ET-75 UK (450ml) Cartridge 1730571-450 12/Case 72 cases/36x48" pallet (91x122 cm)

Technical 
Data Sheet

SpikeFast® ET-75
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ES-60

SpikeFast® ES-60 is specifically designed to remediate wood railroad ties. This non-foaming, 100% solids 
polyurethane is designed to anchor spikes with comparable strength to that of new hardwood ties. SpikeFast® 
ES-60 is dispensed from equipment engineered for efficient metering/mixing, pressure and temperature 
control. ES-60 can be applied in a wide range of outdoor conditions and has improved metering capabilities at 
low temperatures.

Technical 
Data Sheet

SpikeFast® ES-60

SpikeFast ES-60

Product RESIN # ISO # UOM Pallet QTY

ES-60 (200 gal/757L) 1710803-99 1720122 Gal 1 tote/48x48" pallet (122x122 cm)

Return to Table of Contents>>>

Contact sales person for estimated shipping weights

Contact sales person for estimated shipping weights

Tote

Product Packaging Information

Product Packaging Information

Cartridge Cartridge 
Instructions

Declaration 
of Performance

https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ET-75-TDS-262-R_2.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ET-75-TDS-262-R_2.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ET-75-TDS-262-R_2.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ET-75-TDS-262-R_2.pdf
https://vimeo.com/transportationinfra/es60
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-60-TDS-261-Rev_3-USA.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-60-TDS-261-Rev_3-USA.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-60-TDS-261-Rev_3-USA.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ES-60-TDS-261-Rev_3-USA.pdf
https://vimeo.com/transportationinfra/es60
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ET-75-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ET-75-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ET-75-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-ET-75-DoP-rev_0.pdf
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CTR-100

SpikeFast® CTR-100 is specifically designed to remediate railseats on concrete ties. This durable, 100% solids 
polyurethane is designed to adhere, seal, and extend the service life of a railseat. CTR-100 is dispensed from 
equipment engineered for efficient metering/mixing, pressure and temperature control. CTR-100 can be 
applied in a wide range of outdoor conditions.

Product RESIN # ISO # UOM Pallet QTY

CTR-100 (200 gal/757L) 1710563-90 1720120 Gal 1 tote/ 48x48" pallet (122x122 cm)

CTR-100 (200 gal/757L) 1710560-90 1720120 Gal 1 tote/48x48" pallet (122x122 cm)

SpikeFast® 
CTR-100

SRP-210

SpikeFast® SRP-210 is specifically designed to fill worn metal shoulders and extend the service life of concrete 
railroad ties. SRP-210 is easy to apply and is cast between a metal shim and worn metal shoulder. Restoring 
the metal shoulder with SRP-210 is an effective method to maintain proper rail gauge, while minimizing tie 
maintenance time and tie replacement expenses.
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Technical 
Data Sheet

SpikeFast® SPR-210

Product PART # UOM Pallet QTY

SRP-210 (450 ml) Cartridge 1730610-450 12/Case 72 cases/36x48" pallet (91x122 cm)

Product PART # UOM Pallet QTY

CTR-100 (450ml) Cartridge 1730560-450 12/Case 72 cases/36x48" pallet (91x122 cm) 

CTR-100 (1500 ml) Cartridge 1730940-1500 4/Case 72 cases/36x48" pallet (91x122 cm) 

Return to Table of Contents>>>

Contact sales person for estimated shipping weights

Contact sales person for estimated shipping weights

InformationProduct Packaging

Tote CartridgePail

Product Packaging Information

Cartridge Cartridge 
Instructions

Technical 
Data Sheet

SpikeFast® CTR-100

Declaration of 
Performance

1:1

Declaration of 
Performance

2:1

Cartridge 
Instructions

https://vimeo.com/1001686806
https://vimeo.com/1001686806
https://vimeo.com/1001686806
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-SRP-210-TDS-263-Rev_2.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-SRP-210-TDS-263-Rev_2.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-SRP-210-TDS-263-Rev_2.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-SRP-210-TDS-263-Rev_2.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-TDS-258-Rev_3.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-TDS-258-Rev_3.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-TDS-258-Rev_3.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-TDS-258-Rev_3.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-1-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-1-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-1-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-1-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-2-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-2-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-2-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-CTR-100-2-1-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-Cartridge-Instructions.pdf
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LV

FastPatch® LV is designed to have an ultra-low viscosity and cures quickly at cold temperatures. FastPatch® LV 
is a tough, zero VOC, two-component urethane that sets quickly, allowing fast return to service. FastPatch® LV 
can be used in applications that require a fast-setting, high-modulus material.

Technical 
Data Sheet

FastPatch® LV

Product PART # UOM Pallet QTY

LV (600ml) Cartridge 1026276-600 12/Case 64 cases/36x48" pallet (91x122 cm)

Sales Sheet
Concrete
Crossties

Return to Table of Contents>>>

Contact sales person for estimated shipping weights

Product Packaging Information

Cartridge Cartridge 
Instructions

Declaration 
of Performance

https://fastpatchsystems.com/wp-content/uploads/2025/12/FastPatch-LV-TDS-223-Rev_2.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/FastPatch-LV-TDS-223-Rev_2.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/FastPatch-LV-TDS-223-Rev_2.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/FastPatch-LV-TDS-223-Rev_2.pdf
http://wvcorailroad.com/wp-content/uploads/WVCO-Concrete-Crossties-Sales-Sheet-1.pdf
http://wvcorailroad.com/wp-content/uploads/WVCO-Concrete-Crossties-Sales-Sheet-1.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/FastPatch-LV-CE-DoP-Rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/FastPatch-LV-CE-DoP-Rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/FastPatch-LV-CE-DoP-Rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/FastPatch-LV-CE-DoP-Rev_0.pdf
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HPRC

FastPatch® HPRC is a two-component, 100% solids, 0 VOC rail coating designed for easy and versatile 
application. Use HPRC to prevent corrosion, provide electrical isolation, and keep water out with its extremely 
low water and water vapor permeability. FastPatch® HPRC demonstrates excellent resistance to abrasion and 
adhesion to steel and concrete.

Product RESIN # ISO # UOM Pallet QTY

HPRC (5 gal/19L) 1020285-05 1020760-05 Gal 36 pails/36x48" pallet (91x122 cm)

HPRC (50 gal/190L) 1020285-50 1020760-50 Gal 4 drums/48x48" pallet (122x122 cm)

HPRC (250 gal/946L) 1020285-90 1020760-90 Gal 1 tote/48x48" pallet (122x122 cm)

IJ-30

SpikeFast® IJ-30 is a rapid-setting, two-part polyurethane for insulated joint repairs. Designed to fill the gap 
between railheads, IJ-30 can extend the life time of insulated joints by preventing metal-to-metal contact 
caused by ratcheting.

Product PART # UOM Pallet QTY

IJ-30 (180 ml) Universal Cartridge 1730230-180 12/Case 72 cases/36x48" pallet (91x122 cm)

Return to Table of Contents>>>

Contact sales person for estimated shipping weights

Contact sales person for estimated shipping weights

Product Packaging Information

Universal

InformationProduct Packaging

TotePail Drum

Cartridge
SpikeFast®

IJ-30

FastPatch® HPRC Technical 
Data Sheet

FastPatch® HPRC

Declaration 
of Performance

Technical 
Data Sheet

SpikeFast® IJ-30

Field Report
SpikeFast® IJ-30

Application
Instructions 

SpikeFast® IJ-30

SpikeFast® IJ-30
Article

Declaration 
of Performance

https://vimeo.com/1108563219
https://vimeo.com/1108563219
https://vimeo.com/1108563219
https://vimeo.com/1108563219
https://vimeo.com/1168899580
https://vimeo.com/1168899580
https://vimeo.com/1168899580
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-FastPatch-HPRC-TDS-187-Rev_5-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-FastPatch-HPRC-TDS-187-Rev_5-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-FastPatch-HPRC-TDS-187-Rev_5-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-FastPatch-HPRC-TDS-187-Rev_5-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRC-CE-DoP-r0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRC-CE-DoP-r0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRC-CE-DoP-r0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRC-CE-DoP-r0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-TDS-280-R_2-1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-TDS-280-R_2-1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-TDS-280-R_2-1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-TDS-280-R_2-1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Field-Report-IJ-30.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Field-Report-IJ-30.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Field-Report-IJ-30.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Field-Report-IJ-30.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-Application-Instructions-GUI-019-Rev-0-.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-Application-Instructions-GUI-019-Rev-0-.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-Application-Instructions-GUI-019-Rev-0-.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-DoP-rev_0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-SpikeFast-IJ-30-DoP-rev_0.pdf
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P-480

POLYQuik® P-480 is a two-component, aromatic, sprayable, polyurea, elastomeric coating. It is used as a 
chemical-resistant, waterproof, protective coating for both vertical and horizontal surfaces. It is resistant to 
corrosion and many chemicals, including hydrogen sulfide, acids and hydrocarbon solvents. Use POLYQuik® 
P-480 where regular thermal or dynamic movement is expected.

Technical 
Data Sheet

POLYQuik® P-480

Product RESIN # ISO # UOM Pallet QTY

P-480 gray (50 gal/190L) 1020442-50 1020447-50 Gal 4 drums/48x48" pallet (122x122 cm)

P-480 black (50 gal/190L) 1020445-50 1020447-50 Gal 4 drums/48x48" pallet (122x122 cm)
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FPS

POLYQuik® FPS is a two component, 100% solids, 0 VOC polyurea system designed for low pressure application 
for small applications and repairs when expensive in-plant equipment is not an option. FPS has excellent 
abrasion resistance, toughness, and adhesion to metal or other rigid substrates. FPS is ideal to provide superior 
protection in the most demanding environments.

Technical 
Data Sheet

POLYQuik FPS

Application 
Instructions

POLYQuik FPS

Product PART # UOM Pallet QTY

FPS (1500 ml) Cartridge 1020689-1500 4/Case 64 case/36x48" pallet (91x122 cm)

Return to Table of Contents>>>

Contact sales person for estimated shipping weights

Contact sales person for estimated shipping weights

InformationProduct Packaging

Drum

Product Packaging Information

Cartridge

https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-TDS-184-Rev_0-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-TDS-184-Rev_0-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-TDS-184-Rev_0-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-TDS-184-Rev_0-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-Instructions-GUI-018-Rev-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-Instructions-GUI-018-Rev-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-Instructions-GUI-018-Rev-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-Instructions-GUI-018-Rev-1.pdf
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FastPatch® HPRE-Kit is a patented (U.S. Patent No. 11046860B2) composite polyurethane system with 
integrated aggregate for rail applications. HPRE is designed for embedded rail applications; it is optimized 
to absorb sound and vibration and provide electrical isolation. HPRE is tough and resilient with excellent 
chemical resistance. HPRE-Kits are installed via pail and pouch mixing.

Product PART # UOM Pallet QTY

HPRE-Kit (4 gal/15L) 1026240-Kit Kit 48 kits/36x48" pallet (91x122 cm)

FastPatch® HPRE-MD is a composite polyurethane system with integrated aggregate for rail applications.  
HPRE-MD is designed for embedded rail applications; it is optimized to absorb sound and vibration and 
provide electrical isolation. HPRE-MD is tough and resilient with excellent chemical resistance. HPRE-MD is 
dispensed by WVCO PRE-TEC® division equipment WV-651. HPRE-MD also comes in a slope grade version for 
applications on an incline or decline up to 5° / 9%.

Product RESIN # ISO # UOM Pallet QTY

HPRE-MD (250 gal/946L) 1026150-90 1026241-90 Gal 1 tote/48x48" pallet (122x122 cm)

Return to Table of Contents>>>

Contact sales person for estimated shipping weights

Contact sales person for estimated shipping weights

Tote

Product Packaging

Product Packaging

Pail

HPRE-MD

HPRE-Kit

FastPatch®
HPRE-MD 
Overview

FastPatch®
HPRE-MD 

Light Rail Repair

FastPatch®
HPRE-MD 

Tunnel Rail Repair

Information

FastPatch®
HPRE-MD 

KC Extension

Information

Technical 
Data Sheet

FastPatch HPRE-MD

Declaration 
of Performance

Technical 
Data Sheet

FastPatch HPRE-Kit

HPRE-Kit
Instructions

Declaration 
of Performance

https://vimeo.com/transportationinfra/hpre-mdapplications
https://vimeo.com/transportationinfra/hpre-mdapplications
https://vimeo.com/transportationinfra/hpre-mdapplications
https://vimeo.com/transportationinfra/hpre-mdapplications
https://vimeo.com/906890889
https://vimeo.com/906890889
https://vimeo.com/906890889
https://vimeo.com/906890889
https://vimeo.com/1054313677
https://vimeo.com/1054313677
https://vimeo.com/1054313677
https://vimeo.com/1054313677
https://vimeo.com/1084360851
https://vimeo.com/1084360851
https://vimeo.com/1084360851
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-HPRE-MD-TDS-113-Rev_5-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-HPRE-MD-TDS-113-Rev_5-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-HPRE-MD-TDS-113-Rev_5-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-HPRE-MD-TDS-113-Rev_5-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-MD-CE-DoP-r1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-MD-CE-DoP-r1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-MD-CE-DoP-r1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-MD-CE-DoP-r1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-HPRE-Kits-TDS-113-Rev_7-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-HPRE-Kits-TDS-113-Rev_7-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-HPRE-Kits-TDS-113-Rev_7-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-RS-HPRE-Kits-TDS-113-Rev_7-CE.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-Kit-Instructions-Rev_1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-Kit-Instructions-Rev_1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-Kit-Instructions-Rev_1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-Kit-Instructions-Rev_1.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-Kit-CE-DoP-r0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-Kit-CE-DoP-r0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-Kit-CE-DoP-r0.pdf
https://wvcorailroad.com/wp-content/uploads/Arclin-Railroad-Solutions-HPRE-Kit-CE-DoP-r0.pdf
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Primer LV

POLYQuik® Primer LV is a 2-component, low-viscosity, penetrating urethane primer. POLYQuik® Primer LV is 
designed for easy application at a wide range of temperatures and fast recoat times. POLYQuik® Primer LV can 
be applied by airless sprayer or brush/roller.

Technical 
Data Sheet

POLYQuik Primer LV

Product RESIN # ISO # UOM Pallet QTY

Primer LV (1 gal/4L) 1026919-01 1026920-01 Gal 2-1 gal per box;
72 boxes/36x48" pallet (91x122 cm)

Primer LV (5 gal/19L) 1026919-05 1026090-05 Gal 36 pails/36x48" pallet (91x122 cm)

POLYQuik® P-480 is a two-component, aromatic, sprayable, polyurea, elastomeric coating. It is used as a 
chemical-resistant, waterproof, protective coating for both vertical and horizontal surfaces. It is resistant to 
corrosion and many chemicals, including hydrogen sulfide, acids and hydrocarbon solvents. Use POLYQuik® 
P-480 where regular thermal or dynamic movement is expected.

Product RESIN # ISO # UOM Pallet QTY

P-480 gray (50 gal/190L) 1020442-50 1020447-50 Gal 4 drums/48x48" pallet (122x122 cm)

P-480 black (50 gal/190L) 1020445-50 1020447-50 Gal 4 drums/ 48x48" pallet (122x122 cm)
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Return to Table of Contents>>>

Contact sales person for estimated shipping weights

Contact sales person for estimated shipping weights

Product Packaging Information

Pail

InformationProduct Packaging

Drum
Technical 

Data Sheet
POLYQuik® P-480

https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LV-TDS-340-Rev_0.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LV-TDS-340-Rev_0.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LV-TDS-340-Rev_0.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LV-TDS-340-Rev_0.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf


11

St
ru

ct
ur

e
5000

FastPatch® 5000 is a flexible and tough concrete repair composite with excellent physical properties. 
FastPatch® 5000 is a 100% solids, 2-component urethane designed to perform in installations where 5,000 
psi concrete is specified. FastPatch® 5000 is tough, resilient, impervious to freeze-thaw, and has excellent 
adhesion. Applications include bearing pads, bridge headers, roads—any areas needing concrete repairs.

Product RESIN # ISO # UOM Pallet QTY

5000 Gray 3 minutes (250 gal/946L) 1026219-90 1026245-90 Gal 1 tote/48x48" pallet (122x122 cm)

5000 Gray 5 minutes (50 gal/190L) 1026248-50 1026245-50 Gal 4 drums/48x48" pallet (122x122 cm)

5000 Gray 10 minutes (5 gal/19L) 1026218-05 1026245-05 Gal 36 pails/36x48" pallet (91x122 cm)

Technical 
Data Sheet

FastPatch® 5000

Sales Sheet
FastPatch® 5000

Product PART # UOM Pallet QTY

5000 KIT (0.4CF / 11L) KIT 1026218-KIT Kit 36 kits/36x48” pallet (91x122 cm)

5000 (600 ml) Cartridge 1026250-600 12/Case 64 cases/36x48” pallet (91x122 cm)

5000 (1500 ml) Cartridge 1026250-1500 5/Case 72 cases/36x48” pallet (91x122 cm)

Return to Table of Contents>>>

Contact sales person for estimated shipping weights

5000

InformationProduct Packaging

TotePail DrumCartridge Field Report 
FastPatch 5000 

Lakewood

Field Report 
FastPatch 5000 

Mohawk

Cartridge 
Instructions

https://wvcorailroad.com/wp-content/uploads/WVCO-RS-FastPatch-5000-TDS-023-Rev_5.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-RS-FastPatch-5000-TDS-023-Rev_5.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-RS-FastPatch-5000-TDS-023-Rev_5.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-RS-FastPatch-5000-TDS-023-Rev_5.pdf
http://wvcorailroad.com/wp-content/uploads/FastPatch-SalesSheet-Repair-5000-2024.pdf
http://wvcorailroad.com/wp-content/uploads/FastPatch-SalesSheet-Repair-5000-2024.pdf
http://wvcorailroad.com/wp-content/uploads/FastPatch-SalesSheet-Repair-5000-2024.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Field-Report-FastPatch-5000-Lakewood.pdf
https://vimeo.com/1066645363
https://vimeo.com/1066645363
https://vimeo.com/1057672615
https://vimeo.com/1000868378
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Field-Report-FastPatch-5000-Mohawk.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Field-Report-FastPatch-5000-Lakewood.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Field-Report-FastPatch-5000-Lakewood.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Field-Report-FastPatch-5000-Lakewood.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Field-Report-FastPatch-5000-Mohawk.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Field-Report-FastPatch-5000-Mohawk.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Field-Report-FastPatch-5000-Mohawk.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Solutions-Cartridge-Instructions.pdf
https://wvcorailroad.com/wp-content/uploads/WVCO-Railroad-Solutions-Cartridge-Instructions.pdf
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